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Principle of operation

The Presidium Multi tester was
developed with the following
objectives;

a) To aid in the identification
of Diamonds, Synthetic
Moissanite & other gem stones
with a single instrument,

b) Consistent and Reliable test
results.

¢) User friendliness & portability.

It utilizes the combine principles of
Thermal and Electrical Conductivity
from our patented technology. The
measuring probe together with the
electronic circuitries are designed to
pick-up and segregate data collected
from the stones via a customized micro-
controller. Within a split of a second, the
test result will be displayed.

Features:
1.1 No waiting time between tests.

12 Operates on either direct or alternate
current

1.3 Pocket size measuring 160 mm (6.3")
length x 42 mm (1.65™") wide x 22 mm
(0.87") thick. Weighs 97 grams (0.45
Ibs) including batteries.

14 Low batteries indicator

15 Built-in Metal detector

1.6 Clear LED display for Diamond,
Moissanite, Simulant and Metal

1.7 Automatic power down

How to perform a test with your
Presidium Multi tester:

2.1 This model is powered by 3 x AAA
batteries or AC adapter (both
Optional). Removed the battery
cover from the instrument and inseri
the batteries, when inserting the
batteries take note of the positive
and negative direction. It is
recommended to use alkaline battery
for longer battery life. The battery
is estimated to last two and a half
hours of continuous use. It also
operates efficiently with AC adapter
connected directly to an electrical
outlet. Use only the adapter
(optional) supplied by Presidium
and check the electrical input
voltage (230V or 120V AC) is correct
before use.

22 Testing must be done at room

temperature (18-277C or 65-807F)
Prior to any testing, always allow
the gems or jewelry pieces to adjust
to the room temperature. The
gemstone must be clean and dry
before test, elaborate cleaning
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procedures are not necessary.

23 Removed the protective cover from
the probe tip. Check that the probe
tip is clean to ensure contact with
the gem. It is a good habit to rub the
probe tip gently over a piece of
paper before testing.

24 ON/OFF slide switch is located on
the back side of the tester, switch
ON the unit and wait for about 25
second for the instrument to warm
up. While waiting you will notice
a green light (READY) blink
continuously. Once the blinking
stop, the instrument is ready for
use.

25 If you are testing a mounted jewelry
hold the jewelry with one hand and
the tester with the other, if you are
testing a loose stone place the stone
on a conductive pad (provided with
the instrument) and hold the
conductive pad on a flat surface with
one hand and the tester on the other.

26 To ensure proper operational of the
4



27

metal detector and electrical
conductivity, two of your fingers
must be in contact at all time with
the metal plated serrated parts
(conductor) conveniently located
near the measuring probe on both
side of the tester.

Apply just enough hand pressure
to depress the protruding probe tip
at right angle to the facet of the stone
that you are going to test thus
allowing the probe to retract
completely into the housing. With
the fully retracted probe, it will
automatically maintain a steady and
constant contact between the probe
and the facet of the gemstone where
the measurement is taking place.
Either one of the below test result
will appear instantly from the
measuring zone:

a) ORANGE color LED will light up
with a “quick intermittent beep™
to alert user when METAL is
detected.

b) RED color LED will light up
5
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either in one section or rising
rapidly when a SIMULANT is
detected. (Note: if a piece of
glass, CZ or low thermal
conductivity material is detected
nothing will happen “no red
color LED will appear at all”.)

¢) YELLOW color LED will light up
when a MOISSANITE is
detected.

d) GREEN color LED will light up
with a “continuous audible
beep” when a DIAMOND is
detected.

The instrument will power down
automatically after 10 minutes from
the last measurement. In this sleep
mode, an intermittent audible beep
will continue to alert you until you
turn off the slide switch on the
instrument.

The Presidium Multi Tester has been
calibrated in the factory; no further
adjustment or calibration is
necessary until the next servicing.
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If it does not test correctly, contact
a service center nearest to you
immediately. il
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Important note:

To achieve optimum accuracy for
very small stones (10 points and
below) it is important to allow the
stone to cool down before the next
Lest.

One must NOT use the instrument
when the low battery indicator is
lighted; this is to prevent any
inaccurale measurement.

Change batteries or recharge the
batteries as soon as the low battery
indicator light appear. Do not leave
dead batteries in the tester as they
will corrode and cause damage to
the instrument. Batteries should be
removed when the instrument is 10
be stored for an extended period of
time.

The probe tip of the instrument is
very delicate and it should be
handled carefully. One must exercise
caution when removing the
protective cover so as not 10
damage the tip. When the instrument
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is not in use, always replace the
protective cover.

35 It is recommended to have your
instrument service and calibrated
ONCE @ year.

36 The Presidium Multi Tester had
undergone thorough and extensive
laboratory test and checks. It will
give the user a clear and reliable
indication of whether or not a
particular gemstone is a Diamond,
Moissanite or otherwise.

37 Under no circumstances shall
Presidium Instruments Pte Lid the
manufacturer or any of its
subsidiaries, distributors be liable
for direct or indirect damages
sustained in connection with this
instrument

Principe de Popération

Les objectifs du développement du
Multi Testeur Presidium sont les
suivanis ;

a) aider I’identification des diamants,
moissanites et autres pierres
précieuses au moyen d'un seul
instrument,

b) obtenir des résultats d’essais
cohérents et fiables

¢) assurer la convivialité et la
portabilité pour I'usager.

Il utilise les principes combinés de
conductivité thermique et électrique sur
la base de notre technologie brevetée.
La sonde de mesure, ainsi que les
circuits électroniques, sont congus de
fagon a saisir et isoler les données
captées a partir des pierres a travers un
microcontréleur personnalisé. En méme
pas une seconde, le résultat de |'essai
s'affichera.
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Caractéristiques :

L1 Aucune période d’attente entre les
essais.

1.2 Fonctionne soit sur courant conlinu
s0it sur courant alternatif

1.3 Dimension de I'appareil de poche :
longueur - 160mm (6,3") x largeur -
42mm (1,65") x épaisseur - 22mm
(0.87").

Poids : 97 grammes (0.45 Ibs) y
compris les batteries.

14 Indicateur de batteries faibles

15 Détecteur métallique incorporé

1.6 Affichage clair par diode lumineuse
pour les diamants, la moissanite, les

pierres artificielles et le métal.

1.7 Mise en veille automatique de
I’alimentation électrique

(omment réaliser un essai avec votre
Vulti testeur Presidium :

21 Cemodéle fonctionne sur 3 x AAA
batteries ou un adaptateur sur
courant alternatif (les deux en
option). Enlever le couvercle du
compartiment des batteries de
I'instrument et insérer les batteries.
Au moment d'insérer les batteries,
prendre note des sens positif et
négatif. 11 est recommande d'utiliser
des batteries alcalines qui assurer
une plus longue durée de service.
Les batteries sont censées
fonctionner pendant deux heures et
demie en continu. L'instrument
fonctionne également de maniére
efficace avec I’adaptateur de
courant alternatif branché
directement dans une prise
électrique.  N’utiliser que
I’adaptateur (en option) fourni par
Presidium et vérifier que la tension
électrique d’entrée (230V ou 120V
CA) est appropriée avant |'usage.

22 Les essais doivent étre réalisés a
température ambiante (18-27°C ou
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65-80°F). Avant tout essai, laisser
les pierres ou les bijoux s’adapter a
la température ambiante. La pierre
précieuse doit étre propre et séche
avant essai. Des méthodes de
nettoyage €laborées ne sont pas
nécessaires.

Enlever I'enveloppe de protection
de la pointe de la sonde. Vérifier que
la pointe de la sonde est propre afin
d’assurer le contact avec la pierre
précieuse. Il est bon de frotter
doucement la pointe de la sonde
avec un morceau de papier avant
Iessai.

Un interrupteur coulissant
MARCHE/ARRET (ON/OFF) est
situé A 'arri¢re du testeur. Mettre
en MARCHE I’appareil et attendre
environ 25 secondes pour que
Vinstrument chauffe. En attendant,
vous verrez un témoin lumineux vert
(PRET) qui clignotera sans arrét. Une
fois que le clignotement s’arréte,
I’instrument est prét a I’usage. .

Sivous faites un essai sur des bijoux
13
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sertis, vous devez tenir le bijou
d’une main et de I’autre le testeur ;
si vous faites un essai avec une
pierre non sertie, il convient de placer
la pierre sur un tampon conducteur
(fourni avec 1'instrument) et de
maintenir le tampon conducteur
d’une main sur une surface plane et
de I’autre le testeur.

Pour s’assurer du fonctionnement
adéquat du détecteur de métal et de
la conductivité électrique, deux de
vos doiglts doivent se trouver a tout
moment en contact avec les parties
crénelées  plaquées  métal
(conducteur) qui se trouvent
adéquatement placées prés de la
sonde de mesure des deux cotés du
lesteur.

Avec la main, appliquer une
pression suffisante pour déprimer la
pointe saillante de la sonde & angle
droit avec la facette de la pierre que
vous allez essayer de fagon que la
sonde rentre complétement dans le
logement. Lorsque la sonde est
totalement rentrée dans le logement,
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un contact stable et constant sera
automatiquement maintenu entre la
sonde et la facette de la pierre
précieuse ol s'effectue la mesure.
L'un ou I'autre des résultats ci-
dessous apparaitra instantanément
dans la zone de mesure :

a) la diode de couleur ORANGE
s’allumera en faisant entendre un
rapide bip intermittent pour
indiquer & 1"usager que du
METAL a été détecté ;

b) la diode de couleur ROUGE
s'allumera soit en une seule fois
soit progressivement lorsqu’une
PIERRE ARTIFICIELLE est
détectée (Note : si un morceau
de verre, de CZ ou de matériau &
basse conductivité thermique
sont soumis & 1'essai, il ne se
passera rien. La diode de couleur
rouge ne s"allumera pas du tout).

¢) la diode de couleur JAUNE
s'allumera lorsque I'instrument
détecte de la MOISSANITE.
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d) la diode de couleur VERTE
s’allumera avec un bip sonore
continu lorsqu’il s’agit de
DIAMANT.

L’alimentation électrique de
I’instrument se mettra automa-
tiquement en veilleuse 10 minutes
aprés la derniére mesure. En mode
de veille, un bip sonore intermittent
continuera de vous avertir jusqu’a
ce que vous éteigniez I’instrument
au moyen de [I'interrupteur
coulissant.

29 Le Multi testeur Presidium a été

calibré en usine ; aucun autre réglage
ou calibrage n’est nécessaire
jusqu’au prochain entretien. Si les
essais ne sont pas corrects, se
mettre en rapport avec le centre de
service le plus proche de vous.

Note importante :
3.1 Pour obtenir une précision optimale

pour trés petites pierres (10 points

et moins), il est important de laisser

refroidir la pierre avant le prochain
16







































